
TRACKED EXCAVATOR | JS370 LONG REACH
Net engine power: 210kW (281hp)   Operating weight: 41149kg – 42039kg   Bucket capacity: 0.38m3 – 0.79m3



STATIC DIMENSIONS

A Track length on ground mm 4022

B Undercarriage overall length mm 4947

C Track gauge mm 2600

D Width over tracks (700mm shoes) mm 3300

D Width over tracks (800mm shoes) mm 3400

D Width over tracks (900mm shoes) mm 3500

G Counterweight clearance mm 1215

H Tail swing radius mm 3571

I Overall width of superstructure mm 2990

J Height over cab mm 3202

K Ground clearance mm 530

L Track height mm 1024

M Tail length mm 3563

N Height over grab rail mm 3359

Monoboom 12.33m

Dipper lengths 9.50m

E Transport height mm 17093

F Track height mm 4200

STATIC DIMENSIONS
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SWING SYSTEM

Swing motor Axial piston type.

Swing brake Hydraulic braking plus automatic spring applied disc type parking brake.

Swing torque 129 kNm.

Swing speed 8.9 rpm.

Swing gear Large diameter, internally toothed fully sealed grease bath lubricated.

ENGINE

Model ISUZU 6HK1X EU Stage IIIB, Tier 4 interim compliant.

Type 4-stroke, 6-cylinder in-line, common rail direct injection, turbocharged,  
intercooled diesel and DPF (Diesel Particulate Filter).

Rated power (net) 210kW (281hp) at 1900rpm.

Piston Displacement 7.8 litres.

Air Filtration Dry element with secondary safety element and in-cab warning indicator.

Starting system 24 volt.

Batteries 2 x 12 volt.

Alternator 24 volt, 50 ampere.

Illustration shows optional safety handrails.
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TRACK DRIVE

Type Fully hydrostatic, three speed with autoshift.

Travel motors Variable swash axial piston type, fully guarded within undercarriage frame.

Final drive Planetary reduction, bolt-on sprockets.

Service brake Hydraulic counter balance valve.

Park brake Disc type, spring actuated, automatic hydraulic release.

Gradeability 70% (35 deg) continuous.

Travel speed High: 5.3 km/h Mid: 3.1 km/h Low: 2.2 km/h

Tractive effort 287 kNm

WEIGHTS AND GROUND BEARING PRESSURES

Figures include 12.33m boom, 9.50m arm, 0.38m3 GP bucket, operator and full fuel tank.

Shoe width Operating weight Ground bearing pressure

700mm 41149 kg 0.68 kg/cm2

800mm 41594 kg 0.60 kg/cm2

900mm 42039 kg 0.54 kg/cm2

SERVICE CAPACITIES

Fuel tank litres 590

Engine coolant litres 45

Engine oil litres 25

Swing reduction gear litres 14.5

Track reduction gear (each side) litres 5

Hydraulic system litres 430

Hydraulic tank litres 239

UNDERCARRIAGE

Carriage options LC - Long Carriage.

Construction Fully welded, “X” frame type with central bellyguarding and sloping side members  
with dirt relief holes under top rollers.

Recovery point Front and rear.

Track shoe options 700mm, 800mm and 900mm.

Upper and lower rollers Heat treated, sealed and lubricated.

Track adjustment Grease cylinder type.

Track idler Sealed and lubricated with spring cushioned recoil.

Track type Sealed and lubricated.

No. of track guides 2 per side.

No. of lower rollers 9 per side.

No. of upper rollers 2 per side.

No. of track shoes 48 per side.

HYDRAULIC SYSTEM

Open centered, negative control hydraulic system with twin variable flow piston pumps providing flow-on-demand.

Pumps

Main pumps 2 variable displacement axial piston type.

Maximum flow 2 x 304 l/min.

Servo pump Gear type.

Maximum flow 28.5 l/min

Control valve

A combined four and five spool control valve with auxiliary service spool as standard.

Relief valve settings

Boom/Arm/Bucket 319 bar.

With power boost 348 bar.

Swing circuit 284 bar.

Travel circuit 343 bar.

Pilot control 45 bar.

Filtration

In tank 150 micron, suction strainer.

Main return line 10 micron, glass fibre element.

Pilot line 10 micron, paper element.

Hydraulic hammer return 10 micron, reinforced microform element.

STANDARD EQUPMENT

Engine fan guard; Cold start pre-heat; Auto engine warm up; Double element air cleaner; Electric refuelling Pump; Heavy duty alternator; 
Electrics isolator; Heavy duty batteries; Cab & engine soundproofing; Cab heater & screen demister; Tinted glass; Interior light; Coat hook; 
Cigarette lighter; Ashtray; Climate control; Operator’s storage shelf; Removable floormat; Windscreen wash/wipe; Plug-in power socket; 
Power boost; Auto-idle; One-touch engine speed control; Hydraulic cushion control; Boom/swing priority switch; HSP pressure test points; 
Work lights – boom & mainframe mounted; Undercarriage belly guarding; Upper structure under covers; Swing system cover; Twin track 
guides; External mirrors; Handrail & non slip walk ways; Quick connect engine oil drain pipe; Hinged engine under cover; 3 hose burst 
check valves.

OPTIONAL EQUPMENT

Tipping link mounted lift points; General purpose buckets; Ditch/grading buckets; Quickhitch buckets; Auxiliary pipework (low flow);  
Cab mounted & rear work lights; Rotating beacon; Rain guard; Biodegradeable oil; Air suspension seat with heated pad and lumbar support 
adjustment; lower screen wiper; Radio; Cab protection guarding (FOPS level II); High and low temperature hydraulic oil option; Front (full 
and half) screen blinds; Lower wiper; LED lights; Travel alarm; ROPS; Safety handrails; Mesh screen guard; Full length track guards.

 =	Material weight up to 2000kg/m3.
 =	Material weight up to 1600kg/m3.
 = 	Material weight up to 1200kg/m3.
These recommendations are based on an LC undercarriage.  
They are a guide only, please contact your distributor for more information on selecting the correct attachment to suit your application(s).
*Features a bolt-on toeplate.

STANDARD EXCAVATING BUCKETS

Bucket options GP Bucket HD Bucket Grade Bucket

Bucket width mm 600 1000 1200 1300 600 1000 1200 1300 1524 1836 1836

Bucket capacity m³ 0.38 0.70 0.91 0.99 0.38 0.70 0.91 0.99 0.65 0.79 0.79

Bucket weight kg 408 537 605 633 422 594 675 708 487 545 628*

Monoboom 12.33m

9.50m (JCB Quickhitch)  X X X  X X X  X X

9.50m (Direct mount)   X X   X X   



WORKING RANGE - MONOBOOM 12.33M

Dipper length 9.50m

A Maximum reach mm 21103

B Maximum reach (on ground) mm 21004

C Minimum reach (on ground) mm 373

D Maximum depth mm 17039

E Maximum height mm 15831

F Maximum dumping height mm 14350

G Minimum dumping height mm 2437

H Bucket struck radius mm 1302

I Minimum swing radius mm 7728

J Minimum swing height mm 13539

K Maximum ground level span mm 19963

Bucket rotation degrees 182

Maximum dipper tearout kNm 88.9

Mamimum bucket tearout kNm 117.6
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Notes:	 1.	 For lifting capacity including bucket, subtract total weight of bucket or bucket and quickhitch from above values.
	 2.	 Lifting capacities are based on ISO 10567, that is: 75% of minimum tipping load or 87% of hydraulic lift capacity, whichever is the less. Lifting capacities marked* are based on hydraulic capacity.
	 3.	 Lift capacities assume that the machine is on firm, level ground.
	 4.	 Lift capacities may be limited by local regulations. Please refer to your dealer.

Lift capacity front and rear.

Lift capacity full circle.

TRACKED EXCAVATOR JS370 LONG REACH

LIFT CAPACITIES: 9.5M DIPPER, 12.33 BOOM, 700MM TRACKSHOES, NO BUCKET.	 JS370 LR

Reach 0m 1m 2m 3m 4m 5m 6m 7m 8m 9m 10m

Load Point Ht. kg kg kg kg kg kg kg kg kg kg kg kg kg kg kg kg kg kg kg kg kg kg

15m

14m

13m

12m

11m

10m

9m

8m

7m

6m

5m

4m

3m 8610* 8610* 8940* 8940* 7160* 7160* 5980* 5980* 5150* 5150* 4520* 4520* 4040* 4040*

2m 4830* 4830* 9460* 9460* 7790* 7790* 6450* 6450* 5500* 5500* 4790* 4790* 4260* 4260*

1m 3920* 3920* 6780* 6780* 8320* 8320* 6850* 6850* 5810* 5810* 5040* 5040* 4460* 4460*

0m 2530* 2530* 3830* 3830* 5900* 5900* 8710* 8390 7180* 7000 6080* 5950 5260* 5130 4630* 4470

– 1m 2650* 2650* 3060* 3060* 4070* 4070* 5700* 5700* 8180* 7880 7420* 6550 6290* 5580 5440* 4820 4790* 4210

– 2m 3280* 3280* 3200* 3200* 3600* 3600* 4460* 4460* 5820* 5820* 7880* 7350 7580* 6220 6450* 5290 5590* 4570 4910* 3990

– 3m 3680* 3680* 3740* 3740* 4150* 4150* 4920* 4920* 6130* 6130* 7930* 7310 7660* 5990 6550* 5070 5680* 4370 5000* 3810

– 4m 4240* 4240* 4140* 4140* 4290* 4290* 4710* 4710* 5440* 5440* 6550* 6550* 8180* 7170 7680* 5840 6590* 4910 5740* 4210 5060* 3670

– 5m 4640* 4640* 4640* 4640* 4840* 4840* 5280* 5280* 5990* 5990* 7050* 7050* 8590* 7110 7630* 5740 6580* 4800 5750* 4110 5080* 3570

– 6m 5070* 5070* 5150* 5150* 5400* 5400* 5860* 5860* 6580* 6580* 7620* 7620* 8820* 7100 7530* 5700 6520* 4740 5720* 4040 5060* 3500

– 7m 5540* 5540* 5680* 5680* 5970* 5970 6470* 6470* 7200* 7200* 8240* 8240* 8590* 7130 7370* 5690 6410* 4710 5640* 4000 5010* 3460

– 8m 6020* 6020* 6220* 6220* 6560* 6560* 7090* 7090* 7850* 7850* 8920* 8920* 8290* 7190 7150* 5730 6250* 4720 5520* 4000 4910* 3440

– 9m 6530* 6530* 6780* 6780* 7170* 7170* 7740* 7740* 8550* 8550* 9290* 9290* 7930* 7300 6870* 5790 6030* 4770 5350* 4020 4770* 3460

– 10m 7050* 7050* 7350* 7350* 7800* 7800* 8430* 8430* 9290* 9290* 8720* 8720* 7490* 7430 6530* 5890 5760* 4940 5120* 4070 4580* 3500

– 11m 7940* 7940* 8450* 8450* 9140* 9140* 9550* 9550* 8060* 8060* 6970* 6970* 6110* 6020 5410* 4840 4830* 4150 4330* 3560

– 12m 8550* 8550* 9120* 9120* 9890* 9890* 8550* 8550* 7290* 7290* 6360* 6360* 5610* 5610* 4990* 4990* 4460* 4260 4000* 3660

– 13m 9820* 9820* 8850* 8850* 7390* 7390* 6390* 6390* 5630* 5630 5010* 5010* 4470* 4470* 4010* 4010* 3600* 3600*

– 14m 7020* 7020* 6050* 6050* 5340* 5340* 4770* 4770* 4280* 4280* 3840* 3840* 3450* 3450* 3080* 3080*

– 15m 4100* 4100* 3740* 3740* 3390* 3390* 3060* 3060* 2730* 2730* 2400* 2400*

– 16m 2290* 2290* 2060* 2060* 1790* 1790*



Notes:	 1.	 For lifting capacity including bucket, subtract total weight of bucket or bucket and quickhitch from above values.
	 2.	 Lifting capacities are based on ISO 10567, that is: 75% of minimum tipping load or 87% of hydraulic lift capacity, whichever is the less. Lifting capacities marked* are based on hydraulic capacity.
	 3.	 Lift capacities assume that the machine is on firm, level ground.
	 4.	 Lift capacities may be limited by local regulations. Please refer to your dealer.

Lift capacity front and rear.

Lift capacity full circle.

LIFT CAPACITIES: 9.5M DIPPER, 12.33 BOOM, 700MM TRACKSHOES, NO BUCKET.	 JS370 LR

Reach 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m Max. Reach

Load Point Ht. kg kg kg kg kg kg kg kg kg kg kg kg kg kg kg kg kg kg kg kg kg kg mm

15m 1380* 1380* 15600

14m 1640* 1640* 1350* 1350* 16387

13m 2060* 2060* 1390* 1390* 1320* 1320* 17079

12m 2130* 2130* 1840* 1840* 1310* 1310* 17686

11m 2140* 2140* 2090* 2090* 1490* 1490* 1300* 1300* 18218

10m 2160* 2160* 2100* 2100* 1870* 1870* 1300* 1300* 18681

9m 2200* 2200* 2120* 2120* 2060* 2060* 1380* 1380* 1300* 1300* 19079

8m 2330* 2330* 2240* 2240* 2150* 2150* 2080* 2080* 1710* 1710* 1310* 1310* 19418

7m 2510* 2510* 2390* 2390* 2280* 2280* 2190* 2190* 2110* 2110* 1990* 1860 1330* 1330* 19700

6m 2750* 2750* 2590* 2590* 2460* 2460* 2340* 2340* 2230* 2230* 2140* 2090 2060* 1810 1350* 1350* 19927

5m 3070* 3070* 2860* 2860* 2680* 2680* 2530* 2530* 2400* 2400* 2280* 2280* 2180* 2020 2090* 1760 1490* 1490* 1380* 1380* 20101

4m 3480* 3480* 3200* 3200* 2970* 2970* 2770* 2770* 2610* 2610* 2460* 2460* 2330* 2230 2220* 1960 2120* 1710 1680* 1490 1410* 1410* 20225

3m 3660* 3660* 3350* 3350* 3090* 3090* 2870* 2870* 2680* 2680* 2520* 2430 2380* 2140 2260* 1890 2150* 1660 1810* 1450 1450* 1390 20298

2m 3830* 3830* 3490* 3490* 3200* 3200* 2960* 2960* 2760* 2640 2590* 2330 2430* 2060 2300* 1820 2180* 1600 1910* 1400 1500* 1340 20321

1m 3990* 3990* 3620* 3620* 3310* 3210 3050* 2840 2830* 2510 2650* 2230 2480* 1970 2340* 1750 2210* 1550 1950* 1360 1560* 1310 20295

0m 4140* 3910 3740* 3450 3410* 3050 3140* 2700 2900* 2400 2700* 2130 2530* 1900 2370* 1680 2240* 1490 1930* 1320 1620* 1290 20218

– 1m 4270* 3700 3850* 3270 3500* 2900 3210* 2580 2970* 2290 2750* 2040 2570* 1820 2400* 1620 2260* 1450 1840* 1290 1700* 1270 20092

– 2m 4380* 3510 3940* 3110 3580* 2760 3280* 2460 3020* 2200 2790* 1960 2600* 1760 2430* 1570 2270* 1400 1790* 1270 19914

– 3m 4460* 3360 4010* 2970 3640* 2650 3320* 2360 3060* 2110 2830* 1890 2620* 1700 2440* 1520 2270* 1370 1900* 1270 19683

– 4m 4510* 3230 4060* 2860 2680* 2550 3360* 2280 3080* 2040 2840* 1830 2630* 1650 2440* 1490 2250* 1340 2020* 1290 19398

– 5m 4530* 3140 4080* 2780 3700* 2470 3370* 2210 3090* 1990 2840* 1790 2620* 1610 2420* 1460 2220* 1330 2170* 1320 19056

– 6m 4530* 3070 4080* 2720 3990* 2420 3370* 2170 3080* 1950 2830* 1760 2590* 1590 2380* 1450 2240* 1360 18653

– 7m 4480* 3030 4040* 2680 3660* 2380 3330* 2140 3040* 1920 2780* 1740 2540* 1580 2310* 1450 2260* 1420 18186

– 8m 4400* 3010 3970* 2660 3600* 2370 3270* 2120 2980* 1910 2710* 1740 2460* 1590 2290* 1500 17649

– 9m 4280* 3020 3860* 2660 3500* 2370 3170* 2130 2880* 1930 2600* 1750 2320* 1610 2310* 1610 17037

– 10m 4110* 3050 3710* 2690 3350* 2400 3030* 2160 2730* 1960 2430* 1790 2330* 1750 16340

– 11m 3890* 3110 3500* 2740 3150* 2450 2830* 2210 2510* 2010 2340* 1920 15546

– 12m 3600* 3190 3230* 2820 2880* 2520 2550* 2290 2330* 2160 14641

– 13m 3220* 3220* 2860* 2860* 2510* 2510* 2300* 2300* 13600

– 14m 2720* 2720* 2370* 2370* 2230* 2230* 12391

– 15m 2070* 2070* 10957

– 16m 1740* 1740* 9190
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ONE COMPANY, OVER 300 MACHINES.

Tracked Excavator JS370 Long Reach
Engine power: 210kW (281hp)   Operating weight: 41149kg – 42039kg 
Bucket capacity: 0.38m³ – 0.79m³  


